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ONAK 2.0 foldable canoe
www.onak.be
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Ocean Safety jackstays

www.oceansafety.com

OCEAN SAFETY’S 25MM jackstays are
looped at either end, allowing themto
be hitched to cleats or eyes fore and aft
along a boat’s deck. They are available in
8m, 12m and 16m lengths, from which they can
be adjusted to the exact length required.

Tough UV-resistant webbing features a Kevlar coating along the edges for increased durability,
while the retro-reflective strip enables night-time visibility. The adjustment buckle is sleeved in
neoprene to protect the decks

The white jackstays can be purchased as part of Ocean Safety’s charter safety pack or
individually from chandleries.
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ZEN 50 watermaker
www.schenkerwatermakers.com

THE ZEN 50 desalinator from Italy's
Schenker Watermakers covers the needs
of medium-sized boats from 45ft-50ft,
providing fresh water for up to six
members of crew. Highly efficient, the
new unit can produce 501t of water per
hour with an energy consumption rate of

just 240W. An 'economy’ function halves this rate.

Compact and extra-flat (it has a depth of just 10cm), the lightweight Zen 50 offers smooth
functioning and flexible installation. It can be mounted vertically or horizontally, depending on
the owner’s wishes,
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15kW Panda 19i

www.fischerpanda.de

FISCHER PANDA’S SMALLEST marine
generator with variable speed regulation,
the Panda 19i, has a nominal output of
15kW (18.7kVA). Measuring 650cm x 465cm
x 582cm, it takes up minimal space and
weighs just 160kg. The electrical load is
provided with a constant output voltage
of 230V/50 Hz, 230V/60Hz or 2x120V-
1x240V/60Hz via the inverter. The speed

of the diesel engine is adjusted according
to the appliances in use, but due to the
inverter the output voltage remains
constant, This means that for most load
profiles, exhaust emissions and fuel
consumption are considerably lower than
with a fixed-speed generator of equivalent
rating. Additional benefits include a pure
sine wave output with exceptional voltage.
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